
  

 

Call the HOTLINE!  

 
403-226-7278 

The Wheel Proôs® 
Everything for your wheelsï We keep you rolling.  

 

4143ï Edmonton Tr. NE   Calgary AB   
Hubcap Hotline: (403) 226 -7278    
TOLL FREE 1-877ï 482ï 4827 
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  PART NUMBER DESCRIPTION (size, bolt pattern)  

14"  W145571 14X6 4-100 

  W1455B 14X5.5 4-100 

  X99101N 14X5.5 4-100 

  X99102N 14X5.5 4-115 (4-4.5) 

15"  X99103N 15X6 4-115 (4-4.5) 

  X99109N 15X6.5 5-110 

  X99118N 15X6 5-112 

  X99123N 15X6 4-100 

  X99126N 15X6.5 5-115 (5-4.5) 

  X99130N 15X6 5-100 

  X99138N 15X6.5 5-120 

  TO9012 15X7 5-4.5 (5 spoke) 

  W156KF49 15X6 4-108 (4-4.25) 

16"  X99110N 16X6.5 5-120 

  X99119N 16X6.5 6-5.5 (6-139.7) GM (5128) 

  X99121N 16X6.5 5-100  

  X99122N 16X6 5-108 (5-4.25) 

  X99125N 16X6.5 5-115 (5-4.5) 

  X99127N 16X6.5 5-112 

  X99128N 16X6.5 5-114.3 (5-4.5) 

  X99137N 16X6.5 5-110 

  X40835 16X7 5-120 

  X45488T 16X6.5 6-5 (6-127) 

  X45521 16X6.5 5-5 (5-127) 

  X46645 16X6.5 4-4.5 (4-115) 

  X46646 16X6.5 4-108 (4-4.25) 

  TO69394 16X6.5 6-5.5 (6-139.7) 

  1665110 16X6.5 5-110 

17"  X99134N 17X6.5 5-115 (5-4.5) 

  X99147N 17X6.5 6-5.5 (6-139.7) GM (8069) 

  X40856 17X7 5-120 

  X45512 17X6.5 6-115 

  X47279 17X7 6-132 

  X47326 17X7 5-127 (5-5) 

  X47488 17X7 6-127 (6-5) 

  X47753 17X6.5 5-110 

  TO2240 17X7 5-115 (5-4.5) Dodge 

18"  X99136N 18X7 5-114.3 (5-4.5) 

  TO62491 18X8 6-5.5 (6-139.7) 

WHEEL PRO'S 
Most Common Wheel Sizes and Bolt Patterns  

CONTACT US TO CONFIRM WHICH WHEEL  

IS  

CORRECT FOR YOUR VEHICLE  
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FAQôs about winter wheels 

Q: Are winter wheels hub-centric? 
A: No, winter wheels are lug-centric, which means they centre with the lug nuts, not the pilot  (or centre) hole of the wheel. A 

larger pilot hole in the steel wheel is normal and will not affect the fitment of the wheel nor vehicle safety. 

 

Q: Do I need hub rings with steel wheels? 
A: No, the wheels will centre properly when the lug nuts are installed. Hub rings are only used with aftermarket alloy wheels. 

 

Q: What kind of lug nuts should I use on steel wheels? 
A: Open-ended conical (acorn) lug nuts are used with steel wheels. German cars (and some Hondas) use conical lug bolts. These 

are inexpensive and can be bought along with your steel wheels.  

 

Q: Do I need to install a Tire Pressure Monitoring System? 
A: TPMS is standard on all vehicles  2008 and newer. It is optional on aftermarket wheels, including winter rims.  

 

Q: I donôt like the look of black steel wheels. Any other options? 
A: We carry a wide selection of hubcaps to cover the wheels and make them more stylish. Alloy wheels (or ñmagsò) are also 

available. 

 

Q: I have chrome wheels. Should I use them in the winter? 
A: Chrome wheels do not last in Canadian winters. They will pit and, after several years, the chrome will peal. Steel rims or 

painted alloy wheels are recommended. 

 

 

 

 

 

 

We recommend using open -ended acorn lug nuts on winter steel wheels...  

Go NUTS!  

...and tuner lug nuts on after -market alloy wheels.  

ORDER LUG NUTS WHEN YOU ORDER WHEELS.  


